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LS32 SMA A2

® Y Specificati
Cod ETI

Descriere

Denumire clasa

Func ie

Numar de poli

Tensiunea maxima de operare Ur (V)
= ., Curenttermic Ith (A)

& 1 | Curent nominal operational le DC-21 B la
&8 d 1000V DC (A)

Alta documentatie

|/

004660062

LS32 SMA A2

Separator PV

Separatoare de sarcina, 0-1
2

1500V

32A

32A

Pagina de produse online (f)

Catalog caracteristici tehnice
Model 3D

2D muschi

Manual de instructiuni
Declaratie CE

Eplan muschi


www.etigroup.ro
https://www.etigroup.ro/produse-si-servicii/004660062
https://www.etigroup.ro/produse-si-servicii/004660062
https://www.etigroup.ro/produse-si-servicii/004660062
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/ae02dbca-2c0f-4c73-8cf3-2df2ac6d6e2a
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/34f44c19-3948-4c9e-a88e-f1f561410a8f
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/a2334149-c74a-4e4b-b8b7-c258c91d0c46
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/bcd8ffe3-eb9c-4210-aca6-663ae394fe6d
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/25a212d2-d84c-49a9-b23f-3c7f95fc0cad
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/18cf263b-4a9d-432b-93d3-c6051c7aefe6

ETIM clasificare internationala
Clasificare

Denumire clasa

Version as main switch

Version as maintenance-/service switch
Version as safety switch

Version as emergency stop installation
Version as reversing switch

Max. rated operation voltage Ue AC
Rated operating voltage

Rated permanent current lu

Rated permanent current at AC-21, 400 V
Conditioned rated short-circuit current Iq
Number of poles

Motor drive optional

Motor drive integrated

Voltage release optional

Device construction

Suitable for floor mounting

Suitable for front mounting 4-hole
Suitable for front mounting centre
Suitable for distribution board installation
Suitable for intermediate mounting
Colour control element

Type of control element

Interlockable

Type of electrical connection of main circuit

Degree of protection (IP), front side

o ELLM

EC000216

Switch disconnector
1

1

1

440V
300...1000V
32A

32A

5kA

2

Built-in device fixed built-in technique

Black

Turn button

Frame clamp
IP20
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